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SEN-NIT XL, L, LM, M, H are pure water white, non-yellowing, water soluble oils; meaning that if any of them come in contact with the knitted goods, they are easily and effectively washed out with ordinary cold tap water.  The SEN-NIT oils have tremendously tenacity, and will not fly off, run off or drip off.  Therefore, they will last many times longer than petroleum knitting machine oils.  SEN-NIT is available in five grades: extra light, light, light medium, medium and heavy.

Because SEN-NIT oils are blended synthetic compounds, they possess natural self-cleaning, dislodging properties.  While lubricating, SEN-NIT is also cleaning.  SEN-NIT oils are rated I excess of 45 pounds Timken – many time the frictional wear resistance of ordinary petroleum knitting machine oils.  Therefore, needle life is greatly extended, even when abrasive synthetic yarns are being used.  Because 
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of the resistance to friction of the fluid film of SEN-NIT oils, there is less metal to metal contact, increasing speeds and production, and greatly reducing power or amperage consumption.

Manufacturer tests have shown that the most recommended weight for use with mist spray units would be that of SEN-NIT M; for hand oiling, SEN-NIT H can be used.  For those units requiring less than SAE 10 weight oil, or less than 150 seconds at 100, the SEN-NIT XL is recommended.  Where finished knit fabric is dry cleaned and not scoured, and therefore water solubility is not an important factor, SEN-NIT II may be used.









Will Not Gun or Thicken 
Minimized Friction and Wear
High Impact Load Resistance
High Film Strength              
Reduces Oil Drag
Non-Foaming 
Non-Fogging
Absorb Vibration
Withstands up to 20, 000 RPM (SEN-NIT XL)
Cooler Running       
Energy Conservation
Reduced Maintenance Cost
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	SEN-NIT XL        SEN-NIT L         SEN-NIT LM         SEN-NIT M          SEN-NIT H         SEN-NIT II            ASTM METHOD
	   ISO Viscosity Grade		           22		32		46		   68		    100		      68		          D-2422
Viscosity cSt @ 100°C			 4				6	                     7.6			           9.8	                      12.8	                      9.7	                     D-445		
		@ 40°C				18		32	                      46			         12.8		                      100	                        68		                 D-445
Viscosity Index			136	  136	                     132		         126	                        124		                      124	                   D-2270	
Pour Point °C (°F)                            -43 (-45)                 -40 (-40)                -37 (-35)	       -34 (-30)                 -32 (-25)               -29 (-20)		                     D-97		
Flash Point °C (°F)	200 (390)               200 (390)               220 (428)		     224 (435)               230 (446)              224 (435)	                     D-92
Fire Point C (F)	228 (448)               228 (448)               242 (467)		     250 (482)               268 (514)              250 (482)			                 D-92		
	  Foam Sequence I, II, III                  -----------------------------------------------------------      Nil    -----------------------------------------------------------                    D-892	
[bookmark: _GoBack]		Water Solubility                               Complete                Complete               Complete                 Complete               Complete            Not Soluble	
	    	    Rust Test                                         -----------------------------------------------------------     Pass   -----------------------------------------------------------                    D-665A&B
				Color observed		    -----------------------------------------------------       Clear/Bright      ----------------------------------------------------   
                    PIN#			      17000	        17003	          17004		17005    	   17007 	  17010                        
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Sentinel Lubricants Corp.
P.O. Box 69-4240 Miami, FL 33269-1240
15755 NW 15th Ave Miami, FL. 33169-5603
Tel: (305)625-6400 (800)842-6400 Fax: (305)625-6565
‘www.sentinelsynthetic.com

SENTINEL®

Synthetic Lubricants
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