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    1.1 PRODUCT IDENTIFIER 
      Material Name   : SEN-NIT XL, SEN-NIT L, SEN-NIT M, SEN-NIT H, SEN-NIT II 

      Product Code      :  17000          17003          17004          17005            17007                

          1.2 RELEVANT IDENTIFIED USES OF THE SUBSTANCE OR MIXTURE AND USES ADVISED AGAINST

     Product Use                           : Knitting oil
     Uses Advised Against          : This product must not be used in applications other than those recommended

                                                         In Section 1, without first seeking the advice of the supplier.

  1.3 DETAILS OF THE SUPPLIER OF THE SAFETY DATA SHEET

Manufacturer/Supplier
: Sentinel Lubricants Inc.

                                                      15755 NW 15th Ave
                                                              Miami, FL 33169

Telephone

: Marketing Technician Department
                                                             1(800) 842-6400, (305) 625-6400

Fax                                             : (305) 625-6565

Email Contact for Safety Data Sheet
: info@sentinelsynthetic.com 
1.4 EMERGENCY TELEPHONE NUMBER
: INFOTRAC – 1.800.535.5053     Contract #107464




  International – 352.323.3500    

2.1 CLASSIFICATION OF THE SUBSTANCE OR MIXTURE

	1999/45/EC and OSHA 29 CFR 1910.1200
	

	Hazard Characteristics
	R-phrase(s)

	Not classified as dangerous under EC Criteria

Hazard Not Otherwise Classified (HNOC)
	


2.2 EC LABEL ELEMENTS
Labeling according to Directive 1999/45/EC

EC Classification

: Not classified as dangerous substance.

EC Symbols


: No Hazard Symbol required.

EC Risk Phrases

: Not classified.

EC Safety Phrases

: Not classified.

Health Hazard

: Not expected to be a health hazard when used under normal conditions. 
Environmental Hazards
: Not classified as dangerous for the environment.

2.3 GHS LABEL ELEMENTS

GHS Classification

: Not classified as dangerous substance.
GHS Symbol(s)

: No symbol.

GHS Signal Words

: No signal word.

Physical Hazards

: Not classified.

Health Hazards

: Not classified. 

Environmental Hazards
: Not classified as dangerous for the environment. 

GHS Precautionary Statements


Prevention                           : No Precautionary phrases.

Response
: No Precautionary phrases.

Storage


: No Precautionary phrases.

Disposal
: No Precautionary phrases.

2.4 OTHER HAZARDS

Unclassified Hazards-Health : Prolonged or repeated skin contact without proper cleaning can clog pores of skin resulting in disorders such as oil acne/folliculitis. High-pressure injection under the skin may cause serious damage. Used oil may contain harmful impurities.

Safety

: Not classified as flammable, but will burn. 


       3.1 SUBSTANCE
Material Name

: Not applicable.

       3.2 MIXTURES

Mixture Description
: An oven chain oil consisting of synthetic oils and additives.

	Chemical Identity
	Name
	CAS
	
	Hazard Class (Category)

	Synthetic Hydrocarbon Base Oil
	1-Decene, Homopolymer, Hydrogenated
	 68037014
	
	None


     Additional Information: This mixture does not contain any REACH registered substances that are assessed to be PBT or a vPvB.

As per paragraph (i) of 29 CFR 1910.1200, formulation is considered a trade secret and specific chemical identity and exact percentage of composition may have been withheld.

                    

4.1 DESCRIPTION OF FIRST AID MEASURES

General Information
: Not expected to be a health hazard when used under normal conditions.
Inhalation
: No treatment necessary under normal conditions of use. If coughing or respiratory discomfort occurs, obtain medical advice.

Skin Contact
: Remove contaminated clothing. Flush exposed area with waterless cleaner and follow by washing with soap and water if available. When using high pressure equipment, injection of product under the skin can occur. If high pressure injuries occur, the casualty should be sent immediately to a hospital. Do not wait for symptoms to develop. If persistent irritation occurs, obtain medical attention. Obtain medical attention even in absence of apparent wounds.

Eye Contact
: Remove contact lenses. Flush eye with copious quantities of water. If persistent irritation occurs, obtain medical attention.

        Ingestion                                       : In general no treatment is necessary unless large quantities are swallowed; however, seek medical advice. 
Self-protection

of the first aider
: When administering first aid, ensure that you are wearing the appropriate personal protective equipment according to the incident, injury and surroundings.

4.2 MOST IMPORTANT SYMPTOMS AND EFFECTS

Acute and Delayed
: Oil acne/folliculitis signs and symptoms may include formation of black pustules and spots on the skin of exposed areas. Ingestion may result in nausea, vomiting and/or diarrhea.
4.3 INDICATION OF ANY IMMEDIATE MEDICAL ATTENTION AND SPECIAL TREATMENT NEEDED


      Note to Physician
: Treat symptomatically. High pressure injection injuries require prompt surgical intervention and possibly steroid therapy to minimize tissue damage and loss of function. Because entry wounds are small and do not reflect the seriousness of the underlying damage, surgical exploration to determine the extent of involvement may be necessary. 

Clear fire area of all non-emergency personnel.

5.1 EXTINGUISHING MEDIA:

Foam, water spray, or fog. Dry chemical powder, carbon dioxide, sand or earth may be used for small fires only. Do not use water in a jet.
5.2 SPECIAL HAZARDS ARISING FROM THE SUBSTANCE OR MIXTURE:

Hazardous combustion products may include: a complex mixture of airborne solid and liquid particulates and gases (smoke). Carbon monoxide. Unidentified organic and inorganic compounds. 
5.3 ADVICE FOR FIREFIGHTERS:

Proper protective equipment including chemical resistant gloves are to be worn; chemical resistant suit is indicated if large contact with spilled product. Self-contained breathing apparatus must be worn when approaching a fire in a confined space. Select fire fighter’s clothing approved to relevant standards

(e.g. Europe: EN469).

Avoid contact with spilled or released material. For guidance on selection of personal protective equipment see Section 8 of this Safety Data Sheet. Observe the relevant local and international regulations.
6.1 PERSONAL PRECAUTIONS, PROTECTIVE EQUIPMENT AND EMERGENCY PROCEDURES

For non-emergency personnel
: Avoid contact with skin and eyes.
For emergency responders

: Avoid contact with skin and eyes.
6.2 ENVIRONMENTAL PRECAUTIONS:

Use appropriate containment to avoid environmental contamination. Prevent from spreading or entering drains, ditches or rivers by using sand, earth or other appropriate barriers.
6.3 METHODS AND MATERIAL FOR CONTAINMENT AND CLEANING UP:

Slippery when spilt. Avoid accidents, clean up immediately. Prevent from spreading by making a barrier with sand, earth or other containment material. Reclaim liquid directly or in an absorbent. Soak up residue with absorbent such as clay, sand or other suitable material and dispose of properly. Local authorities should be advised if significant spillages cannot be contained.
6.4 REFERENCE TO OTHER SECTIONS:

For guidance on selection of personal protective equipment see Section 8 of this Safety Data Sheet. For guidance on disposal of spilled material see Section 13 of this Safety Data Sheet. 

                     7.1 GENERAL PRECAUTIONS:
Use local exhaust ventilation if there is risk of inhalation of vapors, mists or aerosols. Use the information in this data sheet as input to a risk assessment of local circumstances to help determine appropriate controls for safe handling, storage and disposal of this material. 
7.2 PRECAUTIONS FOR SAFE HANDLING:

Avoid prolonged or repeated contact with skin. Avoid inhaling vapors and/or mists. When handling product in drums, safety footwear should be worn and proper handling equipment should be used. Properly dispose of any contaminated rags or cleaning materials in order to prevent fires. Keep container tightly closed and in a cool, well-ventilated place. Use properly labeled and closeable containers. 
7.3 CONDITIONS FOR SAFE STORAGE, INCLUDING ANY INCOMPATIBILITIES

Storage

: Store at ambient temperature. 

Recommended Materials
: For containers or container linings, use mild steel or high density polyethylene.

Unsuitable Materials
: PVC.

Refer to Section 15 for any additional specific legislation covering the packaging and storage of this product.

7.4 SPECIFIC END USE(S)
: Not applicable. 

Additional Information
: Polyethylene containers should not be exposed to high temperatures because of possible risk of distortion.

       Refer to Section 15 for any additional specific legislation covering the packaging and storage of this product. 

GENERAL CONSIDERATION

Consider the potential hazards of this material (see section 3), applicable exposure limits, job activities, and other substances in the work place when designing engineering controls and selecting personal protective equipment.  If engineering controls or work practices are not adequate to prevent exposure to harmful levels of this material, the personal protective equipment listed below is recommended.  The user should read and understand all instructions and limitations supplied with the equipment since protection is usually provided for a limited time or under certain circumstances.

ENGINEERING CONTROLS 

Use in a well-ventilated area.  If user operations generate an oil mist, use process enclosures, local exhaust ventilation, or other engineering controls to control airborne levels below the recommended mineral exposure limits. 

PERSONAL PROTECTIVE EQUIPMENT:

Where splashing is possible, wear safety glasses with side shields as a good safety practice.  

EYE PROTECTION:

No special eye protection is normally required.  Where splashing is possible, wear safety glasses with side shields as a good safety practice.

SKIN PROTECTION:

No special protective clothing is normally required.  Where splashing is possible, select protective clothing depending on operations conducted, physical requirements and other substances.  Suggested materials for protective gloves include:  <Viton>  <Nitrile>  <Silver Shield> 

RESPIRATORY PROTECTION

No reparatory protection is normally required.  If user operations generate an oil mist, determine if airborne concentrations are below the occupational exposure limit for mineral oil mist.  If not wear an approved respirator that provides adequate protection from the measured concentrations of this material.  Use a positive pressure air-supplying respirator in circumstances where air-purifying respirators may not provide adequate protection.


SPECIAL NOTES: 

Leaks/ ruptures in high-pressure systems using materials of this type can create a fire hazard when in the vicinity of ignition sources  (e.g. Open flame, pilot lights, sparks, or electric arcs).

FIRE CLASSIFICATION:

Classification (29 CFR 1910.1200): Not classified by OSHA as flammable or combustible

FLAMMABLE PROPERTIES:

FLASH POINT (COC) 200-230(C (390-446(F) Min.

AUTOIGNITION:  NDA

FLAMMABILITY LIMITS ( % by volume in air ):  Lower: NA  UPPER:  NA

EXTINGUISHING MEDIA:  CO2, Dry Chemical, Foam, Water Fog

NFPA RATINGS:   Health 1;  Flammability 1;   Reactivity; 0.

FIRE FIGHTING INSTRUCTIONS:

This material will burn although it is not easily ignited.  For fires involving this material, do not enter any enclosed or confined fire space wthout proper protective equipment, including self-contained breathing apparatus.

COMBUSTION PRODUCTS:

Normal combustion forms carbon dioxide and water vapor; incomplete combustion can produce carbon monoxide.

PHYSICAL DESCRIPTION:

Clear, Fluid, Bland Odor                                

pH:
NDA

VAPOR PRESSURE:     
NA

VAPOR DENSITY (AIR = 1):
NA

BOILING POINT:
NA

FREEZING POINT:
NA

MELTING POINT:
NA

SOLUBILITY:
Completely Soluble                                        

SPECIFIC GRAVITY:
0.89 – 0.90  @  (15.6/15.6C)


EVAPORATION RATE:
NA

VISCOSITY:
4 – 13 cSt  @  100(C

PERCENT VOLATILE


(VOL):
NA

HAZARDOUS DECOMPOSITION PRODUCTS:

No data available.

CHEMICAL STABILITY:

Stable.

CONDITIONS TO AVOID:

No data available.

INCOMPATIBILITY WITH OTHER MAETERIALS:

May react with strong oxidizing agents, such as chlorates, nitrates, peroxides, etc.

HAZARDOUS POLYMERIZATION:

Polymerization will not occur.
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EYE EFFECTS:

The eye irritation hazard is based on data for a similar material.

SKIN EFFECTS:                                

The skin irritation hazard is based on data for a similar material.
EYE EFFECTS:

The eye irritation hazard is based on data for a similar material.

SKIN EFFECTS:                                

The skin irritation hazard is based on data for a similar material.
ACUTE ORAL EFFECTS:

The acute oral toxicity is based on data for a similar material.  

ACUTE INHALATION EFFECTS:

The acute respiratory toxicity is based on data for a similar material.

ADDITIONAL TOXICOLOGY INFORMATION:

This product contains synthetic base oils not refined from petroleum base stocks. The potential of base oil prepared by this process to cause cancer has not been specifically addressed by the OSHA Hazard Communication Standard (29 CFR 1910.1200), the International Agency for Research on Cancer (IARC), nor the National Toxicology Program (NTP) Annual Report. However, the process conditions, chemical analysis, and the results of mutagenicity tests all support our opinion that these oils should not cause skin cancer.                    

ECOTOXICITY:

No data available.

ENVIRONMENTAL FATE:

This material is considered inherently biodegradable.  Small accidental leaks or releases of this material are not expected present an

environmental problem.  See section 6 for Accidental Release Measures.


Oil collection services are available for used oil recycling or disposal.  Place contaminated materials in containers and dispose of in a manner consistent with applicable regulations.  Contact your sales representative or local environmental or health authorities for approved disposal or recycling methods
-6-


\

The description shown may not apply to all shipping situations.  Consult 49 CFR, or appropriate Dangerous Goods Regulations, for

additional description requirements (e.g., technical name) and mode-specific or quantity-specific shipping requirements.

DOT SHIPPING NAME:  NOT DESIGNATED AS A HAZARDOUS MATERIAL BY THE FEDERAL DOT

DOT HAZARD CLASS:  NOT APPLICABLE

DOT IDENTIFICATION NUMBER:  NOT APPLICABLE

DOT PACKING GROUP: N/A 

ADDITIONAL INFORMATION: Lubricating Oil, N.O.I.B.N. - Not hazardous by U.S. DOT.



ADR/RID Hazard Class – Not Applicable


SARA 311 CATGORIES:

1. Immediate (Acute) Health Effects:    
NO

2. Delayed (Chronic) Health Effects:     
NO

3. Fire Hazard:                                        
NO

4. Sudden Release of Pressure Hazard:  
NO

5. Reactivity Hazard:                              
NO

REGULATORY LISTS SEARCHED:

01=SARA 313          
11=NJ RTK                          
22=TSCA Sect 5(a) (2)

02=MASS RTK 
                         
12=Cercla 302.4                  
23=TSCA Sect 6

03=NTP Carcinogen                              
13=MN RTK                        
24=TSCA Sect 12 (b)

04=CA Prop 65-Carcin              

14=ACGIH TWA               
25=TSCA Sect 8 (d)

05=CA Prop 65-Repro Tox       

15=ACGIH STEL               
26=TSCA Sect 8 (a)

06=IARC Group 1              

16=ACGIH Calc TLV        
27=TSCA Sect 4 (a)

  07=IARC Group 2A                         
17=OSHA PEL                   
28=Canadian WHMIS

08=IARC Group 2B                           
18=DOT Marine Pollutant  
29=OSHA CEILING

09=SARA 302/304                            
19=Sentinel TWA             
30=Sentinel STEL

10=PA RTK                                      
20=EPA Carcinogen

The following components of this material are found on the regulatory lists indicated.

EU RISK AND SAFETY LABEL PHRASES:

May cause long-term adverse effects in the aquatic environment 

NEW JERSEY RTK CLASSIFICATION:

Under the New Jersey Right-to-Know Act L.  1983 Chapter 315 N.J.S.A.

34:5A-1 et. Seq., the product is to be identified as follows:

PETROLEUM  OIL

WHMIS CLASSIFICATION:

This product is not considered a controlled product according to the criteria of the Canadian Controlled Products Regulations.
-7-

Continue SENNIT Series                                                                                                                                                              Page 8 of 8

NFPA RATINGS:  Health 1;  Flammability 1;  Reactivity 0;

HMIS RATINGS:  Health 1;  Flammability 1;  Reactivity 0;

(0-Least, 1-Slight, 2-Moderate, 3-High, 4-Extreme, PPE:- Personal

Protection Equipment Index recommendation, *- Chronic Effect Indicator).  

These values are obtained using the guidelines or published evaluations prepared by the National Fire Protection           

Association (NFPA) or the National Paint and Coating Association (For HMIS ratings)

REVISION STATEMENT:

This is a new Material Safety Data Sheet.

ABBREVIATIONS THAT MAY HAVE BEEN USED IN THIS DOCUMENT:

TLV
-
Threshold Limit Value
TWA
-
Time Weighted Average

STEL
-
Short-term Exposure Limit
TPQ
-
Threshold Planning Quantity

RQ
-
Reportable Quantity
PEL
-
Permissible Exposure Limit

C
-
Ceiling Limit
CAS
-
Chemical Abstract Service Number

A1-5
-
Appendix A Categories
(   )
-
Change Has Been Proposed

NDA
-
No Data Available
NA
-
Not Applicable

Prepared according to the OSHA Hazard Communication Standard

(29 CFR 1910.1200) and the ANSI MSDS Standard (Z400.1) 

The above information is based on the data of which we are aware and is believed to be correct as of data hereof.  Since this

information may be applied under conditions beyond our control and with which we may be unfamiliar and since data made available subsequent to the date.  Hereof may suggest modification of the information, we do not assume any responsibility for the results of its

use.  This information is furnished upon condition that the person receiving it shall make his own determination of the suitability

of the material for his particular purpose.
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