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Sentinel’s SL-NT HIG Grease Series is a new line of Synthetic High Impact Extreme Pressure Greases.
 
 It is authorized by the NSF as an H-1 grease for use in food plants under the jurisdiction of the USDA.  Food processors can now effectively achieve HACCP (Hazard Analysis and Critical Control Point) and GMP (Good Manufacturing Process) food safety goals.  This FDA compliant (title 21, CFR.178.3570) grease not only out performs other food grade greases, it actually performs better in critical areas than conventional greases.  This makes it suitable for use in food processing plants were incidental contact with food is possible.


SL-NT HIG Grease Series are formulated to replace and offer improved performance over many conventional types of greases used in moderate and higher temperature applications found in  clean environment industries such as food beverage, 

pharmaceutical and personal care manufacturing.  

SL-NT HIG Grease Series are compounded from an innovative combination of the finest quality synthetic base fluids available, non toxic additives and thickeners available under the strictest quality control procedures.  These thickeners exhibit excellent flow and film forming characteristics.  The synthetic base thickener also allows the synthetic food grade greases to exhibit extreme high temperatures. 







The greases have superior lubrication properties over conventional lubes due to their molecular advantages. They are adhesive (sticks to metal) and cohesive (sticks to itself).  As a result they  resist pounding out of bearings and bushings when shock loads are encountered or  vibration conditions exist.  

Due to SL-NT HIG Grease Series film clarity, grease parts are easy to check while in use.  This feature is not found in other food grade greases, which are generally opaque white.  It’s extremely resistant to water washout or emulsifying and remains in  place when food processing equipment is exposed to water during washing and rinsing

They provide a tough lubricating film that eliminates metal to metal contact, reducing friction and heat generation.  They protect components and machine parts against wear, scoring and seizure and extends the service life of machinery used in food processing.  The long term, mechanical stability of the SL-NT HIG Grease Series prevents and retains the infiltration of harmful particulate contaminants such as dirt, soot, resin, etc.

SL-NT HIG Grease Series is Biostatic, they do not provide environment in which bacteria, yeasts or fungus can grow.  Their synthetic chemistry is very hard to be attacked by microorganisms.  We do not add biocides to our food grade line because in some manufacturing areas, such as dairy products, bacteria are an essential step in the production process therefore biocides are not desirable.
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· Blenders
· Sifters
· Mixers
· Dividers
· Molders
· Proofers
· Labelers
· Electric Motors
· Cookers
· Extractors
· Packaging Machinery
· Slides
· Conveyors
· Bottle Washers
· Filling Machines 
· Crowners
· Carbonators


· De-Hairing Machine
· Feather Pickers
· Saws
· Slicing Machines
· Knives
· Beverage
· Food Processing Plants
· Rollers
· Followers
· Anti-rust Agent
· Gasket Agent
· Seal Agent
· Blenders
· Cams
· O-Rings
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· Bakeries
· Bottlers
· Dairy
· Meat and Poultry
· Pharmaceuticals
· Frozen Food Plants
· Hospitals
· Breweries
· Canneries
· Beverages
· Food Processing Plants

· 
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· Excellent rust & oxidation characteristics
· Excellent water washout resistance
· Excellent shear stability
· Excellent extreme pressure 
· Excellent anti-wear properties
· Excellent resistance to thermal degradation
· Adhesive properties
· Cohesion properties
· Colorless
· Odorless
· Contains PTFE
· Increase Productivity
· Extend re-lubrication cycle
· Operating temperatures ranges of -29ºC to 260ºC
· Resists Pound-Out
· Versatile
· Superior Four-Ball EP
· Reduces consumption 
· Reduces lubricant inventory
· Biostable
· Resist steam
· High VI synthetic base fluids
· Cost Effective
· Clean, Pleasant
· Extends machinery life
· Great Equipment reliability
 (
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NLGI Grade		    0			     1		       			1.5  			ASTM D-1092
Worked Penetration		      355-385			         310-340			         295-310			ASTM D-  217
Dropping Point		---------------------------------------------------None ---------------------------------------------------		ASTM D-2265
[bookmark: _GoBack]Oxidation Stability 	               -------------------------------------------------- (-2) -----------------------------------------------------		ASTM D-  942
      Psi Drop @ 100 hrs
Rust Preventative	               ---------------------------------------------------1a-------------------------------------------------------		ASTM D-1743
Water Washout		 --------------------------------------------------->1-------------------------------------------------------		ASTM D-1264
Four Ball Wear		 --------------------------------------------------0.4mm---------------------------------------------------		ASTM D-2266
Solids			 ---------------------------------------------------PTFE---------------------------------------------------
NSF Rating	               	 ---------------------------------------------------H-1-----------------------------------------------------
Appearance 		               -----------------------------------Transparent, Adhesive, Cohesive---------------------------------- 
NSF Registration		    138136			         138137			        138138
                				
    PIN#                                               06619                                                     06620                                               06621		
 (
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Sentinel Lubricants Corp.
P.O. Box 69-4240 Miami, FL 33269-1240
15755 NW 15th Ave Miami, FL. 33169-5603
Tel: (305)625-6400 (800)842-6400 Fax: (305)625-6565
‘www.sentinelsynthetic.com

SENTINEL®
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